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TEHNICNI LIST

Radiator
kopalniski
TermaBad RO1
Black, 1537x600
mm, 804 W, c¢rn,
srednji prikljucek
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Essential characteristics / Bistvene znacilnosti Performance / Lastnosti

Height / Visina (mm)

Width / Sirina (mm)

Axes distance / Razmik prikljucka (mm)
Depth / Debelina (mm)

Pipe Number / Stevilo cevi
Water content / Volumen (L)
Weight / Teza (kg)

EN442 (Watt)

Color / Barva

Operating pressure / Delovni tlak
Test pressure / Testni tlak

Operating temperature / Delovna temperatura

Description / Opis

Connections / Prikljucki

Accessories / Pribor

1537

600

500

30

31

7,9

12,7

804

Black matt / ¢rna matt
3-6 Bar

8 Bar

max. 110 ° C

e horizontal straight steel tubes 22 x 1 mm and vertical
D-profile collecting tubes 40 x 30 x 1.5 mmevodoravne
ravne jeklene cevi 22 x 1 mm in navpicne cevi za loCevanje
D profilov 40 x 30 x 1,5 mm

*4 x 1/2” female thread for supply and return, can be
switched left/right, 1x air vent, 1x blind pluge4 x 1/2”
notranji navoj za prehodni in povratni ventil, lahko se
zamenja levo/desno, 1x odzracevalnik, 1x¢ep

¢ wall brackets, air vent, plug, screwsestenske konzole,
odzracevalnik, ¢ep, vijaki
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